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Voor het vervoer van poeder- en korrelvormige stoffen
en dergelijke kunt U beschikken over onze hoge druk
silowagens, met een inhoud tot ongeveer 68 m?, al dan
niet onderverdeeld in compartimenten.

De belading van deze voertuigen kan nauwkeurig
geschieden via meerdere mangaten. QOok is boven-
vulling onder druk mogelijk met de zogenaamde
spoorwegaansluiting.

Lossing van de silowagens geschiedt met een compres-
sor, die op elke trekker aanwezig is en waardoor de
combinatie zichzelf kan lossen zonder dat hulp van
derden nodig is. Vanzelfsprekend gebruiken wij com-
pressoren van het olievrife type.

Om U te verzekeren van een probleemloze lossing zijn
de auto’s uitgerust met diverse losbodems. Afthankelijk
van het geladen produkt kan een gladde bodem dan
wel een woelbodem worden gehanteerd. Deze laatste
bijvoorbeeld als de lading in beweging moet blijven om
sneller en gemakkelijker te worden gelost.

Al naar gelang het geladen produkt is de losdruk in te
stellen vanaf 0.8 tot 2.0 Bar. Voor het afvoeren van
eventueel optredende statische electriciteit heeft iedere
oplegger een aardingsfaciliteit.

Naast lossing met behulp van de eigen compressor kan
ook fabriekslucht worden gebruikt. Aansluitingen hier-
voor zijn aanwezig.

Ook is standaard op de uitloop van de oplegger een
6" roestvrij stalen vlinderklep gemonteerd waardoor
rechtstreekse lossing kan plaatsvinden in een stortput.
Het kippen van de tank geschiedt door middel van kip-
cylinders die electrisch worden aangedreven en dus
zeer weinig geluid produceren.

Uiteraard zijn alle gewenste slangen, koppelingen en
andere hulpstukken volgens internationale normen
aanwezig, evenals TIR-versluitingscertificaten en ande-
re (douane) technische voorzieningen. Overigens zijn
alle aanpassingen, die om welke reden dan ook nog
nodig zijn, snel en vakkundig door onze eigen
carrosserie-afdeling te realiseren.

Het spreekt voor zich dat onze moderne silocontainers
van 30" en 40° dezelfde mogelijkheden hebben als
onze silowagens. Dat ze tevens voldoen aan de Euro-
pese keuringen en toelatingen voor elke wijze van
vervoer, bevestigt slechts onze vergaande specialisatie.
VERVOER MET SILOWAGENS:

een specialiteit van VAN DEN BOSCH TRANSPORTEN.

Our high pressure silo trucks, with a capacity of up to
approximately 68m?3 are available, with or without
compartmentalisation, for transporting granular and
powder-type products, efc.

These vehicles can be accurately loaded via several
manholes. The so-called railway-type connection is
provided for filling from the top under pressure. Silo
trucks are unloaded by means of a compressor provi-
ded on each tractor vehicle, so that the vehicle can be
emptied without the help of third parties. Naturally, we
use dry-running compressors.

In order to ensure that the vehicles can be unloaded
without a hitch, they are equipped with various types
of discharging bottom. A smooth or areation pad can
be used, depending on the type of product concerned.
The areation pad is used if the load must be kept mobi-
le to facilitate unloading.

The pressure is set to between 0.8 bar and 2.0 bar,
depending on the product.

Each trailer has an earthing facility so that any static
electricity which occurs can be safely discharged.

The works air supply can be used instead of the vehicle
compressor, and connections are provided for this
purpose.

A 6" stainless steel butterfly valve is fitted to the trailer
outlet as standard so that the vehicle can be emptied
directly into a storage pit.

The truck is tipped up by means of electrically operated
cylinders which are very quiet in operation.

All the necessary hoses, couplings and other accesso-
ries conforming to international standards are provi-
ded, as are TIR seal certificates and other (customs)
facilities. In addition, any modifications which may be
necessary for some reason, are made quickly and ex-
pertly by our own vehicle body department.

Naturally, our modern 30 and 40’ silo containers have
the same facilities as our silo trucks. The fact that they
also satisfy European test requirements and dispen-
sations for each type of transport confirms the high
level of specialisation which we have reached.
TRANSPORT BY SILO TRUCKS:

a speciality of VAN DEN BOSCH TRANSPORTEN.




Z

Silowagens worden ingezet voor
het vervoeren van allerlei soorten
poeder- en korrelvormige droge
stoffen, onder andere voor de
voedingsmiddelen-industrie,

de agrarische bedrijfstakken, voor
brouwerijen en mouterijen, de sui-
kerverwerkende industrie, meng-
voederproducenten, zetmeelfabrie-
ken, handelmaatschappijen, pro-
duktiebedrijven, graanverwerkende
ondernemingen, meel- en bloem-
fabrikanten etc. etc.

Silo trucks are used for transporting
all kinds of dry granular and
powder-type products for the food-
stuffs industry, the agricultural in-
dustry, breweries and malt houses,
the sugar refining, mixed feed pro-
ducers, starch producers, commer-
cial companies, production com-
panies, cereal processing compa-
nies, companies producing flour,
elc.
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TECHNISCHE GEGEVENS
SILOWAGENS

Achterwaartse kippende opleggers
Volledig luchtgeveerd

Opgebouwd it aluminium

Inhoud van 32 m? tot 68 m?
Bovenvulling mogelijk

Olievrije compressor (zo nodig electrisch
aangedreven)

Speciale zuiveringsfilters

Diverse specificaties

Lossingsdruk van 0.8 Bar tot 2.0 Bar
Electro kipunit

Alle gangbare Europees genormeerde
koppelingen efc.

Roestvrijstalen uvitloop met 6’ viinderklep
Diverse losbodems

Voldoende, kwalitatief hoogwaardige
losslangen

Aardingsfaciliteiten

Compartimenten mogelijk

TIR versluitbaar

Ook in containeruitvoering beschikbaar.

SILO TRUCK
SPECIFICATIONS

Backwards tilting trailers

Completely air suspended

Constructed from aluminium

Capacity from 32m? to 68m?

Can be filled from the top

Dry-running compressor ( electrically opera-
ted if required)

Special purification filters

Different specifications

Discharge pressure 0.8 bar to 2.0 bar
Electrical tipping unit

All standard European couplings, efc.
Stainless steel outlet with 6”” butterfly valve
Different types of discharging bottom
Sufficient high quality hoses

Earthing facilities

Compartmentalisation possible

TIR seal can be provided

Also available in container version
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