BULKWAGENS
BULK CARRIERS

VAN DEN BOSCH




Ons bedriff is één van de zeer weinige in Nederland,
die voor het transport van veevoeders en dergelijke
32 tons lage druk bulkwagens kunnen inzetten volgens
het double-bottom systeem.

Dit is een Zweeds principe, waarbij 2 stuks 16 tons bulk-
opleggers met behulp van een zogenaamde dolly aan
elkaar gekoppeld worden, waardoor 32 ton laadver-
mogen (ofwel 64 m?3) beschikbaar komt.

Duidelijk is dat de 32 tonner in feite een dubbele 16
tonner is. Inzet van een enkele 16 tonner is natuurlijk
ook mogelijk, bijvoorbeeld als de te rijden afstand niet
te groot is.

Van het traject wordt het grootste gedeelte met twee
opleggers gereden, maar in de regio van uitlossing van
de vracht worden de opleggers afzonderlijk gelost.
Door de grote wendbaarheid kan men ook op moeilijk
bereikbare plaatsen afleveren zonder problemen.

De indeling van de bulkwagen in diverse compartimen-
ten van 2 en 4 ton schept de mogelijkheid tot het laden
en lossen van verschillende produkten of verschillende
afnemers binnen dezelfde rit. Gezien de beperkte
doorrijhoogte bij vele bedrijven in de agrarische sector
is bovendien gekozen voor een aangepaste bouw-
hoogte. De pneumatische lossing van de goederen
geschiedt door middel van een blowerinstallatie met
een voldoende luchtverplaatsing en zoveel mogelijk
geluidgedempt. Voor toepassing van lage druk bulk-
wagens in de distributie of in het internationale trans-
port, kunnen wij de 24 tons en 32 tons opleggercombi-
natie inzetten. Beiden zijn uitgerust met volledig
gestuurde assen. Dit soort voertuigen geeft extra
mogelijkheden voor het vervoer van korrel- en poeder-
vormige stoffen, die met meerdere partijen op verschil-
lende plaatsen uitgelost moeten worden met behulp
van lage druk.

Voor het transport van moeilijk lossende produkten,
zoals (kalver)melkpoeder, staan opleggers ter beschik-
kin met een compartimentenindeling en aangepaste
losfaciliteiten. Ook hier weer als gevolg van onze aan-
dacht voor de specifieke eigenschappen van een pro-
dukt voor een klant.

Onze "’zuig / blaaswagen’” met zijn verfijnde techniek
is het aangewezen hulpmiddel waarmee produkten
geheel zonder hulp van buitenaf geladen kunnen
worden. (Bijvoorbeeld voor het terugzuigen van
produkten uit silo’s).

VERVOER MET BULKWAGENS:

een specialiteit van VAN DEN BOSCH TRANSPORTEN.

Our company is one of the very few in Holland which is
able to use 32 ton low pressure double-bottom bulk
carriers for transporting cattle-fodder and similar
products.

This system is a Swedish idea, when two 16 ton bulk
trailers are coupled together by a so-called dolly to
provide a 32 ton (or 64 m®) payload capacity. Special
dispensations have been granted by the road transport
authorities to operate these vehicles. Much of the route
is travelled in tandem, reducing to a single trailer in the
area where the unloading point is located. The empty
trailer is then replaced.

As the trailers are easy to manoeuvre, deliveries can
also be made without any problems in places which are
not easily accessible.

Division of the tankers into different 2 ton and 4 tons
compartments means that different products for diffe-
rent customers can be loaded and unloaded on the
same trip. As the height of the entrance to many farms
is quite low, we have adapted the height of our vehicles
accordingly. A sufficiently powerful blower system,
which has been sound insulated as much as possible,
can also be used to unload the tanker quickly and effi-
ciently. As is evident, the 32 tonner is, in fact, a twin 16
tonner. Naturally, a single 16 ton tanker can also be
used if the distance to be covered is not too big.

We can use the 24 and 32 ton truck/trailer combination
- equipped with fully steered axles - when the use of
low pressure tankers is required in the distribution sec-
for or on the international market for that matter. This
type of vehicle adds another dimension to the transport
of granular or powder-type materials which have to be
delivered with the aid of low pressure in different bat-
ches at different places, including abroad.

When it comes to transporting products which are
more difficult to unload, such as powdered milk for
calves, for example, we have compartmentalised
trailers available with suitable unloading facilities -
again as the result of the special attention we always
pay to the particular characteristics of a customer’s
product.

Our sophisticated “‘suck/blow’’ tanker is ideal for
loading and unloading products pneumatically.
TRANSPORT BY LOW PRESSURE BULK CARRIERS:

a speciality of VAN DEN BOSCH TRANSPORTEN.
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Vervoer met bulkwagens wordt
overwegend toegepast in de meng-
voedersector. Daarnaast hebben
wij bulkwagens, die permanent
werken in de bezorging van meel-
en bloemprodukten naar grote of
kleine meelfabrieken en (ban-
ket)bakkerijen.  Bezorging  van
melkpoeders en soortgelijke pro-
dukten is eveneens aan de orde van
de dag. Ook andere branches ech-
ter zien steeds meer toepassingen
en bovendien experimenteren wij
als bedrijf continu met verdere
mogelijkheden voor lossingen.

Bulk carrier transport is mainly
used by the mixed feed sector. We
also have bulk carriers which are
only used to transport flour pro-
ducts to large and small bakeries.
Others are used to transport pow-
dered milk and products of that
type. However, applications are
emerging in other areas, too,
because we, as a company, are
continually experimenting with and
searching for other possible ways
of delivering goods with a relatively
low pressure.




TECHNISCHE GEGEVENS
BULKWAGENS

Verschillende uvitvoeringsmogelijkheden:
- 16 ton enkel

-2 x 16 ton enkel = 32 tons dubbel

-24 ton

-32ton

Lage druk lossingssysteem
Compartimenten-indeling
2/ 4 tons vakken
Geluidgedempte blowers
Luchtbediende losbodems
Hoeveelheidsregelaars
Luchtgeveerd

Stofkappen en filters.

BULK CARRIER
SPECIFICATIONS

Different versions available:

- 16 tons single

-2x 16 single = 32 ton twin

-24 ton

-32ton

Low pressure unloading system
Compartmentalisation

2 ton and 4 ton compartments

Sound insulated blower system
Special dispensations granted by road
transport authorities

Pneumatically operated discharge bottoms
Metering devices

Completely air suspended

Dust caps and filters
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